
 

 

Stadium Antennas 

Product Code Freq. band （MHz） Gain（dBi） HBW（°） Electrical Tilt Page 

GWHPX0505F 
790-960 
1710-2170 
2300-2690 

11 / 10 / 9.5 50 / 50 / 50 0°FET 61 

GWHPA0505F 
790-960 
1710-2170 
2300-2690 

11 / 10 / 9.5 50 / 50 / 48 0°FET 63 

WHPX0505F 
1710-2170 
2300-2690 

10.5 / 10.5 50 / 48 0°FET 65 

WPX0505F 1710-2200 11 50 0°FET 67 

HPX0505F 2300-2700 11 50 0°FET 69 

DPX0505F 698~896 22 14 0°FET 71 

 



 

 
Model No.：GWHPX0505F 

XXX Pol Panel Stadium Antenna 
790-960 / 1710-2170 / 2300-2690MHz 50° / 50° / 50° 11 / 10 / 9.5dBi 0° FET 
ELECTRICAL SPECIFICATIONS                                          

Frequency Range (MHz): 790-960 1710-2170 2300-2690 

Gain (dBi): 11.0 10.0 9.5 

Return Loss (dB): >14 (VSWR<1.5) 

Polarization (°): ±45 ±45 ±45 

3dB Horizontal Beamwidth (°): 52.0 50.0 48.0 

20dB Horizontal Beamwidth (°): 85.0 85.0 82.0 

3dB Vertical Beamwidth (°): 50.5 48.0 48.0 

20dBVertical Beamwidth (°): 85.0 83.0 83.0 

Horizontal Sidelobe (dB): 20 20 20 

Vertical Sidelobe (dB): 20 20 20 

Electrical Downtilt (°): 0 Fixed 0 Fixed 0 Fixed 

Front to Back Ratio at 180±30° (dB): 27(Typ.) 30(Typ.) 30(Typ.) 

CPR at Boresight (dB): 24 20 20 

Isolation Between Polarizations (dB): 28 30 30 

Intermodulation IM3 (dBm): <-107 (2×43 dBm) 

Impedance (ohm): 50 50 50 

Maximum Input Power (W): 50 

Lightning Protection: DC Grounded 

Connector Type: 2×7 / 16 DIN Female 

MECHANICAL DATA                                   

ENVIRONMENTAL RATINGS                                                       

 

Antenna Dimensions (mm): 1350×884×139 

Packing Dimensions (mm): 1462×1010×268 

Antenna Net Weight (Kg): 41 

Antenna Gross Weight (Kg): 53.5 

Radome Material: ASA, UV Resistant 

Pipe OD (mm): 70-114 

Mounting Kits (Included): Fixed Tilt Clamps 

Humidity: 95%RH@+30℃ 

Temperature (℃): -40～+70 

Wind Load @150 km/h (N): Frontal / Lateral / Rearside: 1167 / 229 / 1459 

Max. Wind Velocity (km/h): 200 



 

 

 
Model No.：GWHPX0505F 
 

Far Field Radiation Patterns 

 

Azimuth 

 

  

Elevation 

Antenna Product View 

                                                                                      

          
                                         

 

Product Size Detail 

  

                                                    

                                                         



 

 
Model No.：GWHPA0505F 

VVV Pol Panel Stadium Antenna 
790-960 / 1710-2170 / 2300-2690MHz 50° / 50° / 48° 11 / 10 / 9.5dBi 0° FET 
ELECTRICAL SPECIFICATIONS                                                  

Frequency Range (MHz): 790-960 1710-2170 2300-2690 

Gain (dBi): 11.0 10.0 9.5 

Return Loss (dB): >14 (VSWR<1.5) 

Polarization (°): Vertical Vertical Vertical 

3dB Horizontal Beamwidth (°): 52.0 50.0 48.0 

20dB Horizontal Beamwidth (°): 85.0 85.0 82.0 

3dB Vertical Beamwidth (°):  50.5 48.0 48.0 

20dB Vertical Beamwidth (°): 85.0 83.0 83.0 

Horizontal Sidelobe (dB): 20 20 20 

Vertical Sidelobe (dB): 20 20 20 

Electrical Downtilt (°): 0 Fixed 0 Fixed 0 Fixed 

Front to Back Ratio 180±30° (dB): 27(Typ.) 30(Typ.) 30(Typ.) 

CPR at Boresight (dB): 24 20 20 

Intermodulation IM3 (dBm): <-107 (2×43 dBm) 

Impedance (ohm): 50 50 50 

Maximum Input Power (W): 50 

Lightning Protection: DC Grounded 

Connector Type: 1×7 / 16 DIN Female 

MECHANICAL DATA                                                   

ENVIRONMENTAL RATINGS                                                                       

 

Antenna Dimensions (mm) 1350×884×139 

Packing Dimensions (mm): 1462×1010×268 

Antenna Net Weight (Kg): 36 

Antenna Gross Weight (Kg): 48 

Radome Material: ASA, UV Resistant 

Pipe OD (mm): 70-114 

Mounting Kits (Included): Fixed Tilt Clamps 

Humidity: 95%RH@+30℃ 

Temperature (℃): -40～+70 

Wind Load @150 km/h (N): Frontal / Lateral / Rearside: 1167 / 229 / 1459 

Max. Wind Velocity (km/h): 200 



 

 
Model No.：GWHPA0505F 
 

Far Field Radiation Patterns 

 

Azimuth 

 

 

Elevation 

Antenna Product View 

                                                                                      

          

                                         

 

 

  

                                                    

                                                          

 

 

 

 

 

 

 

 

 

 

 

Product Size Detail 



 

 
Model No.：WHPX0505F 

XX Pol Panel Stadium Antenna 
1710-2170 / 2300-2690MHz 50° / 48° 10.5 / 10.5dBi 0° FET 
ELECTRICAL SPECIFICATIONS    

MECHANICAL DATA  

ENVIRONMENTAL RATINGS  

 

Frequency Range (MHz): 1710-2170 2300-2690 

Gain (dBi): 10.5 10.5 

Return Loss (dB): >14 (VSWR<1.5) 

Polarization (°): ±45 ±45 

3dB Horizontal Beamwidth (°): 50.0 48.0 

20dB Horizontal Beamwidth (°): 83.0 82.0 

3dB Vertical Beamwidth (°): 50.0 48.0 

20dB Vertical Beamwidth (°): 82.0 82.0 

Horizontal Sidelobe (dB): 20 20 

Vertical Sidelobe (dB): 20 20 

Electrical Downtilt (°): 0 Fixed 0 Fixed 

Front to Back Ratio at 180±300 (dB): 30(Typ.) 30(Typ.) 

CPR at Boresight(dB): 20 20 

Isolation Port to Port (dB): 28 28 

Intermodulation IM3 (dBm): <-107 (2×43 dBm) 

Impedance (ohm): 50 50 

Maximum Input Power (W): 100 

Lightning Protection: DC Grounded 

Connector Type: 2×7 / 16 DIN Female 

Antenna Dimensions (mm): 798×436×157 

Packing Dimensions (mm): 972×596×274 

Antenna Net Weight (kg): 18.5 

Antenna Gross Weight (kg): 25 

Radome Material: ASA, UV Resistant 

Pipe OD (mm): 70-114 

Mounting Kits (Included): Fixed Tilt Clamps 

Humidity: 95%RH@+30℃ 

Temperature (℃): -40～+70 

Wind Load @150 km/h (N): Frontal / Lateral / Rearside: 340 / 153 / 425 

Max. Wind Velocity (km/h): 200 



 

 
Model No.：WHPX0505F 

 

Far Field Radiation Patterns 

 

Azimuth 

 

 

  

Elevation 

Antenna Product View 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                                   

 

 

 

 

Product Size Detail 



 

 
Model No.：WPX0505F 

X Pol Panel Stadium Antenna 
1710-2200MHz 50° 11dBi 0° FET 
ELECTRICAL SPECIFICATIONS                                                             

Frequency Range (MHz): 1710-2200 

Gain (dBi): 11 

Return Loss (dB): >14 (VSWR<1.5) 

Polarization (°): ±45 

3dB(°)Horizontal Beamwidth (°): 50 

20dB(°)Horizontal Beamwidth (°): 85 

3dB(°)Vertical Beamwidth (°): 48 

20dB(°)Vertical Beamwidth (°): 83 

(°)Horizontal Sidelobe (dB)： 20 (Typ.) 

(°)Vertical Sidelobe (dB)： 20 (Typ.) 

Electrical Downtilt (°): 0 Fixed 

Front to Back Ratio at 180±300 (dB): 30 (Typ.) 

CPR at Boresight(dB): 20 

Isolation Port to Port (dB)： 30 

Intermodulation IM3 (dBm): <-107 (2×43 dBm) 

Maximum Input Power (W): 100 

Impedance (ohm): 50 

Lightning Protection: DC Grounded 

Connector Type: 2×7 / 16 DINFemale 

MECHANICAL DATA                                                                   

ENVIRONMENTAL RATINGS                                                               

Antenna Dimensions (mm): 437×437×151 

Packing Dimensions (mm): 616×574×328 

Antenna Net Weight (kg): 10.5 

Antenna Gross Weight (kg): 15.5 

Radome Material: Fiberglass, UV Resistant 

Pipe OD (mm): 70-114 

Mounting Kits (Included): Fixed Tilt Clamps 

Humidity: 95%RH@+30℃ 

Temperature (℃): -40～+70 

Wind Load @150 km/h (N): Frontal / Lateral / Rearside: 187 / 81 / 233 

Max. Wind Velocity (km/h): 200 



 

 

 
Model No.：WPX0505F 

 

Far Field Radiation Patterns 

 

 

Azimuth() 

 

  

 

Elevation() 

Antenna Product View 

      

 

 

 

Product Size Detail 



 

 

 
Model No.：HPX0505F 

X Pol Panel Stadium Antenna 
2300-2700MHz 50° 11dBi 0° FET 
ELECTRICAL SPECIFICATIONS                                                            

Frequency Range (MHz): 2300-2700 

Gain (dBi): 11.0 

Return Loss (dB): >14 (VSWR<1.5) 

Polarization(°): ±45 

3dB Horizontal Beamwidth (°): 48 

20dB Horizontal Beamwidth (°): 82 

3dB Vertical Beamwidth (°): 48 

20dB Vertical Beamwidth (°): 82 

Horizontal Sidelobe (dB)： 20 (Typ.) 

Vertical Sidelobe (dB)： 20 (Typ.) 

Electrical Downtilt (°): 0 Fixed 

Front to Back Ratio at 180±300 (dB): 30 (Typ.) 

CPR at Boresight(dB): 20 

Isolation Port to Port (dB)： 30 

Intermodulation IM3 (dBm): <-107 (2×43 dBm) 

Maximum Input Power (W): 100 

Impedance (ohm): 50 

Lightning Protection: DC Grounded 

Connector Type: 2×7 / 16 DIN Female 

MECHANICAL DATA                                                                   

ENVIRONMENTAL RATINGS                                                               

Antenna Dimensions (mm): 437×437×151 

Packing Dimensions (mm): 593×500×235 

Antenna Net Weight (kg): 10.0 

Antenna Gross Weight (kg): 15.0 

Radome Material: Fiberglass, UV Resistant 

Pipe OD (mm): 70-114 

Mounting Kits (Included): AF-F003-S4,Fixed Down Tilt  

Humidity: 95%RH@+30℃ 

Temperature (℃): -40～+70 

Wind Load @150 km/h (N): Frontal / Lateral / Rearside: 187 / 81 / 233 

Max. Wind Velocity (km/h): 200 



 

 
Model No.：HPX0505F 

 

 

 

Azimuth() 

 

  

 

Elevation() 

      

  

 

Product Size Detail 

 

 



 

 
Model No.：DPX0505F 

X Pol Panel Stadium Antenna 
698-894MHz 50° 11 dBi 0° FET 

ELECTRICAL SPECIFICATIONS                                                        

Frequency Range (MHz): 698-894 

Gain (dBi): 11 

Return Loss (dB): >14 (VSWR<1.5) 

Polarization: ±45 

3dB Horizontal Beamwidth (°): 50 

20dB Horizontal Beamwidth (°): 85 

3dB Vertical Beamwidth(°): 50 

20dB Vertical Beamwidth (°): 85 

Horizontal Sidelobe (dB)： 20 (Typ.) 

Vertical Sidelobe (dB)： 20 (Typ.) 

Electrical Downtilt (°): 0 

Front to Back Ratio (dB): 30 (Typ.) 

Power Rating (W): 100 

Intermodulation IM3 (dBm): <-107 (2×43 dBm) 

Impedance (ohm): 50 

Lightning Protection: DC Grounded 

Connector Type: 2×7/16 DIN Female 

MECHANICAL DATA                                        

ENVIRONMENTAL RATINGS                                                            

  

 

 

 

 

Antenna Dimensions (mm): 985×985×152 

Packing Dimensions (mm): 1105×1105×280 

Antenna Net Weight (kg): 18 

Antenna Gross Weight (kg): 28 

Radome Material: Fiberglass 

Pipe OD (mm): 70-114 

Mounting Kits (Included): Fixed Tilt Clamps 

Humidity: 95%RH@+30℃ 

Temperature (℃): -40～+70 

Wind Load @150 km/h (N): Frontal / Lateral / Rearside: 949 / 183 / 1186 

Max. Wind Velocity (km/h): 200 



 

 

 
Model No.：DPX0505F 
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    Product Drawing 

 

 

 

 

 


