
Lamp Post Power Solution

LPS Telecom Power Supply solution is aiming
to build the BBU, MW, Rectifier, Battery, Air
conditioning group in a single cabin in the
urban lighting poles where the installation
area is limited.
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Available mounting area of 19 '' 9U in the 
cabinet.

 1U Rectifier or Rectiverter
 3U Battery ( VRLA or Lithium)
 2U BBU (BTS equipment)
 1U MW IDU (MW equipment)
 1U DC PDU and AC CB Distributions
 1U F/O Distribution Unit

Cabinet Specifications

Dimensions 550x460x700mm

Cabinet Type Aluminium

Total Weight with GSM  

Equipment
67kg

Available mounting area of 19'' 9U

Cooling

Fan or

450watt air Conditioner

(option)

Cable entrances 18 records

Total Equipment Weight : 67 Kg

 Cabinet(Alüminyum):22.0kg
 Inner units(BBU+MW): 10.0kg
 Lityum Battery; 29.0kg
 Rectifier: 4.0kg
 AC Distribution Module; 1 kg
 F/O Distribution Module; 1 kg

Lamppost Cabinet with both side double
door can provide about 3 hours 30 
minutes backup duriation (lithium 

battery)!!!!!!
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Rectifier Specifications

Voltage in 220V AC

Voltage out

48V DC

220V AC (with rectiverter

module)

Rectifier Module
Eltek FlatpackS 48V 

1800w rectifier module

Rectiverter Module Eltek Rectiverter (option)

Controller Eltek Controller

Battery Specifications

Battery Type
Lithium İron Phosphate

(LFP) battery

Charge Current 50A

Capacity

2400 Vah at 47.5V DC cut-

off voltage

38 Ah (Lithium)

Communication RS232 / RS485 / CAN Bus

Discharge temperature range -20 ° C to + 60 ° C.


