“WSATELCOM

WIRELESS

DIPLEXER (694-2170&2490-2700 MHZ)
STC-DPLX.S-1LH1H

Frequency: Band 1: 694-2170MHz, Band 2: 2490-2700MHz
Type: Single Unit | Connector: 4.3-10 Female | PIM3: < -160 dBc@2x20W | Power Rating: 300W | IP Rating: IP65 |
AISG by Pass: All Stop

Electrical Specifications

Satelcom Multiband Combiners are designed for co-siting Frequency Range PORT-1 PORT-2
purpose. They can be used at the BTS or the antenna side.
Frequency Range 694-2170 MHz 2490-2700 MHz
KEY FEATURES Insertion Loss =0.35dB =0.35dB
Return Loss = 20dB = 20dB
e Available for various DC/AISG by pass configurations. .
. . . Isolation > 50dB
*  Suitable for indoor and outdoor applications.
e Built-in lightning protection.
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(o)} 4o Dimensions Single Unit: 114x156x50mm
Weight 2.3 Kg
Color Light -Grey
Mounting Pole or Wall Mounted
3kA; 10/350 ps pulse
Lightning Protection
Compliant IEC 61000-4-5
Temperature -40°C~ +65°C
Ingress Protection |IP65, Indoor & Outdoor
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Important Notice: Information contained in this data sheet is believed to be reliable at the date of issue, however accuracy and completeness
is not guaranteed. Satelcom holds the right to change the product specifications without notice.
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