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CAVITY POWER SPLITTER / 698-2700MHZ WIRELESS
STC-SPLT.2W-4G
STC-SPLT.3W-4G
STC-SPLT.4W-4G

Frequency: 698-2700MHz | Power: 300W | PIM: < -150dBc | IP Rating: IP65

Satelcom splitters are suitable for all In-building or Electrical Specifications
outdoor DAS signal enhancements projects.

Type 2 ways 3 ways 4 ways
Frequency Range 698~ 2700 MHz
Split loss 3.0dB 4.8dB 6.0dB

KEY FEATU RES Insertion loss <0.3dB <04dB |<0.5dB

* Wide-band design, cover 698-2700 MHz .

e Available in 2/3/4 Way. Impedance 500

* Low PIM qualified. - ik

* High power rating. SWR =1.25

* Compact size, light weight and easy to install. Power Rating 300 Watt ( average), 1K Watt @ peak
PIM : IM3 <-150 @2x43dBm
Connector N-F

Product Pictures Mechanical Specifications

2 ways: 216 x 61 x 25 mm

240

Dimensions 3 ways: 236 x 61 x 25 mm
TR
e a 4 ways: 240 x 61 x 43 mm
' Weight 0.24kg 0.27kg  0.29g
I Color Black
Temperature -25C ° ~+65C °
Humidity 5%~ 95%
d 1
| HL ]” ngress IP65, Indoor & Outdoor
Protection
1Year
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Important Notice: Information contained in this data sheet is believed to be reliable at the date of issue, however accuracy and completeness
is not guaranteed. Satelcom holds the right to change the product specifications without notice.
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