“ SATELCOM
3 WAY WILKINSON SPLITTER WIRELESS

Frequency: 1500-2500MHz | Power Rating: 30 Watt | Split: 3 Way I Connector: SMA (female)

Electrical Specifications

OVERVEIW Frequency 1500-2500 MHz
With wide operating frequency, low insertion
loss, high gain and isolation, stable performance. Split Loss 4.8 dB
Insertion loss <0.3dB
KEY FEATURES

v" Wide-band design, cover 1500 - 2500 MHz,
v' Military, Tetra and other applications,
v Customized design available upon request,

VSWR/Return loss | <1.35/-16.5 dB

v' Compact size, light weight and easy to install, Phase 6
Amplitude <0.3dB
Isolation >19 dB
Product Outline Drawing .
Power Rating 30 Watt
56 ll3 oy Impedance 50Q

Mechanical Specifications
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Connector SMA (Female)
N Dimensions Double
[Il[[ }]]I]] Té@o Unit (HXWxD) 56x38 x13 mm
ol Color Gray or Black
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g % Weight 0.2 kg

Environmental Specifications
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Unit measurementsin mm

Temperature Range | -40 to + 85 °C

Relative Humidity | <95 %

Disclaimer: All images are for reference purposes only Revised | October 27 2020 (V2)
Important Notice: Information contained in this data sheet is believed to be reliable at the date of issue, however accuracy and completeness is not
guaranteed. Satelcom holds the right to change the product specifications without notice.
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